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Digital Weighing Indicator

T907A
LED DISPLAY

FEATURES
● Multiple weighing units: (lb/kg)
● Gross/Tare/Zero
● Accumulation function
● Multiple Hold functions
● Overload / Underload alarm
● Power saving mode
● Automatic date and time update
● 100% manual zero range setting
● Automatic error warning alarm
● Splash proof keyboard and display
● Connects to a remote display
● Connects to Tufner printers
● Displays up to 50,000 graduations
● 1” LED or LCD display with backlight
● Mounting bracket and Hardware (included)
● Operates on 110V AC adapter (included)
● Full Duplex RS-232 Serial Port
● Drives up to 6 350Ω load cells
● 1 Year Warranty

OPTIONAL FEATURES
● LED or LCD display option

ACCESSORIES
● Thermal Ticket Printer
● Label Printer
● Zebra Label Printer
● Remote Display
● Indicator Stand

PART# DISPLAY POWER SHIP WT.

T907A LED AC Adapter & Battery 6 lbs

T907B LCD AC Adapter & Battery 6 lbs

SPECIFICATIONS
Display:

LCD or LED; 2 in. x 6 digit numeric
Units:

lb, kg
Accuracy Class:

3,000 e
Stimulating Voltage:

+3.3 VDC
A/D converting speed:

10 SPS
Load signal range:

 0~12.8mV
Excitation Circuit:

+3.3 VDC, 4 wire connections
Load Cell:

4 load cells of 350 Ω maximum
Sensitivity (internal):

0.3  µV/d
Input Voltage:

-30 to +30mV DC
Power:

AC 100-250V
Battery:

4V/4Ah; 110/220VAC
Operating Temperature:

14°F to 104°F ≤ 90%RH
Weight:

4.3 lbs (1.95 kgs)
Internal:

1/2/5/10/20/50
Display Increments:

Selectable 1, 2, 5, 10, 20, 50
Decimal Points:

Selectable 0, 1, 2, 3, 4 decimal places
Interface:

RS232C
Baud Rate:

1200/2400/4800/9600

T907B 
LCD DISPLAY
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