
tuf-MADE max 
heavy duty Floor Scales 

SPECIFICATIONS
 ● Material:  Heavy duty steel
 ● Overload Protection: 200%
 ● IP Rating: IP65 to IP69K 
 ● Indicator: NTEP digital indicator
 ● Power: AC/DC
 ● Cable Length: 20 ft
 ● Approvals:  
NTEP CC 10-081 Class III 5,000 d

 ● Warranty:  
1 year limited warranty on electronics

  2 year limited warranty on platform

MODEL PLATFORM SIZE CAPACITY SHIP WT.

TMX-544 4’ x 4’ x 3.8” H 5,000 lb x 1 lb / 2,500 kg 408 lbs

TMX-1044 4’ x 4’ x 3.8” H 10,000 lb x 2 lb / 5,000 kg 408 lbs

TMX-555 5’ x 5’ x 3.8” H 5,000 lb x 1 lb / 2,500 kg 545 lbs

TMX-1055 5’ x 5’ x 3.8” H 10,000 lb x 2 lb / 5,000 kg 545 lbs

*OTHER SIZES AVAILABLE. CALL FOR SCALE AND INDICATOR PACKAGE PRICES.

CUSTOM SIZES AVAILABLE

multiple indicator packages available

Channel frame 
for ultimate 

support
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FEATURES
 ● Extra heavy duty with structural steel channel frame 
 ● Low profile design
 ● 1/4” thick rugged diamond deck tread plate construction
 ● Sand blasting and powder coating surface for outside use
 ● NEMA Type 4X junction box with signal trim card
 ● Side access to junction box to minimize water access
 ● Four NTEP certified alloy steel load cells
 ● Load cell capacity is 2X the scale capacity for a 200% overload protection
 ● Four adjustable alloy steel ball capture support feet
 ● 4 drilled deck holes, for easy scale height adjustment
 ● Capacity is 2X the scale capacity for a 200% overload protection
 ● 20’ heavy duty stainless steel shielded cable
 ● Factory pre-calibrated for quick setup

OPTIONS/ACCESSORIES:
 ● Access ramps
 ● Pit frames
 ● Impact Protection
 ● Portability frames
 ● Thermal label/paper ticket printer

 ● Stand for indicator
 ● Scoreboard/Remote Display
 ● Data logging software
 ● Remote junction box
 ● Wireless option
 ● Explosion proof optionH
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Tuf-made HEAVY DUTY Floor Scales

FEATURES
 ● Painted rugged diamond deck tread plate construction
 ● Anti-corrosion, baked on powder paint
 ● Channel construction for superior strength
 ● Painted mild steel junction box
 ● Side access to junction box to minimize water access
 ● Four NTEP certified alloy steel load cells
 ● Load cell capacity is 2X the scale capacity for a 200% overload protection
 ● Four adjustable alloy steel ball capture support feet
 ● 20’ heavy duty stainless steel shielded cable
 ● Factory pre-calibrated for quick setup

T-900 Indicator Standard Model

CUSTOM SIZES AVAILABLE

MODEL PLATFORM SIZE CAPACITY NTEP SHIP WEIGHT

TM-11818 18” x 18” x 4.2” H 2,000 lb x 1 lb / 500 kg Yes 82 lbs

TM-52424* 2’ x 2’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 82 lbs

TM-52424 2’ x 2’ x 4.2” H 20,000 lb x 1 lb / 2,500 kg Yes 482 lbs

TM-52436 2’ X 3’ X 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 94 lbs

TM-53030 30” x 30” x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 98 lbs

TM-53636* 3’ x 3’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 194 lbs

TM-24848 4’ x 4’ x 4.2” H 2,000 lb x .5 lb / 1,000 kg Yes 270 lbs

TM-54848* 4’ x 4’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 270 lbs

TM-104848* 4’ x 4’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 280 lbs

TM-204848 4’ x 4’ x 4.75” H 20,000 lb x 5 lb / 10,000 kg Yes 390 lbs

TM-54860 4’ x 5’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 340 lbs

TM-104860 4’ x 5’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 340 lbs

TM-56060* 5’ x 5’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 400 lbs

TM-106060* 5’ x 5’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 420 lbs

TM-206060 5’ x 5’ x 4.75” H 20,000 lb x 5 lb / 10,000 kg Yes 512 lbs

TM-54872 4’ x 6’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 480 lbs

TM-104872 4’ x 6’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 480 lbs

TM-54896 4’ x 8’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 500 lbs

TM-104896 4’ x 8’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 500 lbs

TM-106084 5’ x 7’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 540 lbs

TM-206084 5’ x 7’ x 4.75” H 20,000 lb x 5 lb / 10,000 kg Yes 725 lbs

TM-106096 5’ x 8’ x 4.5” H 10,000 lb x 2 lb / 5,000 kg Yes 625 lbs

TM-207272 6’ x 6’ x 4.75” H 20,000 lb x 5 lb / 10,000 kg Yes 800 lbs

TM-208484 7’ x 7’ x 4.75” H 20,000 lb x 5 lb / 10,000 kg Yes 1,000 lbs

TM-308484 7’ x 7’ x 5” H 30,000 lb x 5 lb / 15,000 kg No 1,130 lbs

TM-2084120 7’ x 10’ x 5” H 20,000 lb x 5 lb / 10,000 kg No 1,350 lbs

* Available in Stainless steel smooth top or stainless steel diamond plate deck

LED LCD
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FEATURES
 ● Painted rugged diamond deck tread plate construction
 ● Deck thickness: 1/4”
 ● Anti-corrosion, baked on powder paint
 ● Channel construction for superior strength
 ● Painted mild steel junction box
 ● Side access to junction box to minimize water access
 ● Four NTEP certified alloy steel load cells
 ● Load cell capacity is 2X the scale capacity for a 200% overload protection
 ● Four adjustable alloy steel ball capture support feet
 ● 20’ heavy duty stainless steel shielded cable
 ● Factory pre-calibrated for quick setup

OPTIONS/ACCESSORIES:
 ● Access ramps
 ● Pit frames
 ● Impact Protection
 ● Portability frames
 ● Thermal label/paper ticket printer

 ● Stand for indicator
 ● Scoreboard/Remote Display
 ● Data logging software
 ● Remote junction box
 ● Wireless option
 ● Explosion proof option
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Stainless Steel Floor Scales

FEATURES
 ● 304 or 316 stainless steel construction
 ● Channel construction for superior strength
 ● NEMA 4X watertight stainless steel junction box
 ● Side access to junction box to minimize water access
 ● Four NTEP certified laser welded and sealed IP68 stainless steel load cells
 ● Load cell capacity is 2X the scale capacity for a 200% overload protection
 ● Four adjustable stainless steel ball capture support feet
 ● 20’ heavy duty stainless steel shielded cable
 ● Factory pre-calibrated for quick setup

T-900SS Stainless Steel 
NEMA-4X Washdown Indicator

MODEL PLATFORM SIZE CAPACITY NTEP SHIP WT.

SMOOTH TOP

TMSS-522 2’ x 2’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 165 lbs

TMSS-533 3’ x 3’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 275 lbs

TMSS-544 4’ x 4’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 350 lbs

TMSS-1044 4’ x 4’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 395 lbs

TMSS-555 5’ x 5’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 540 lbs

TMSS-1055 5’ x 5’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 625 lbs

DIAMOND PLATED TOP

TMSSDP-533 3’ x 3’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 270 lbs

TMSSDP-544 4’ x 4’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 350 lbs

TMSSDP-1044 4’ x 4’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 395 lbs

TMSSDP-555 5’ x 5’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 540 lbs

TMSSDP-1055 5’ x 5’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 625 lbs

CUSTOM SIZES AVAILABLE

LEDLCD

AVAILABLE OPTIONS:

Display Stands

Printers
Impact Protection

Portability
Frame

Coil Topper

Ramps

Pit Frame
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OPTIONS/ACCESSORIES:
 ● Access ramps
 ● Pit frames
 ● Impact Protection
 ● Portability frames
 ● Thermal label/paper ticket printer

 ● Stand for indicator
 ● Scoreboard/Remote Display
 ● Data logging software
 ● Remote junction box
 ● Wireless option
 ● Explosion proof option

Smooth Top

Diamond Plate Top
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AVAILABLE OPTIONS:

Display Stands

Printer

Impact Protection

Portability
Frame

Coil Topper

Ramps

TUF-made Lift Up stainless steel Floor Scale

FEATURES
 ● Hydraulic manual top lifts for easy washdown
 ● 304 or 316 stainless steel construction with safety diamond tread plate deck
 ● 4’x4’ option has single lift door, 5’x5’ option has double lift doors
 ● NEMA 4X watertight stainless steel junction box
 ● Side access to junction box to minimize water access
 ● Four NTEP certified laser welded and sealed IP68 stainless steel load cells
 ● Load cell capacity is 2X the scale capacity for a 200% overload protection
 ● Four adjustable stainless steel ball capture support feet
 ● 20’ heavy duty stainless steel shielded cable
 ● Factory pre-calibrated for quick setup

MODEL PLATFORM SIZE CAPACITY SHIP WT.

SMOOTH TOP

TMSSLT-533 3’ x 3’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg 320 lbs

TMSSLT-544 4’ x 4’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg 390 lbs

TMSSLT-1044 4’ x 4’ x 4.2” H 10,000 lb x 2 lb / 2,500 kg 440 lbs

TMSSLT-555 5’ x 5’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg 490 lbs

TMSSLT-1055 5’ x 5’ x 4.2” H 10,000 lb x 2 lb / 2,500 kg 560 lbs

DIAMOND PLATE DECK

TMLTDP-533 3’ x 3’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg 320 lbs

TMLTDP-544 4’ x 4’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg 390 lbs

TMLTDP-1044 4’ x 4’ x 4.2” H 10,000 lb x 2 lb / 2,500 kg 440 lbs

TMLTDP-555 5’ x 5’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg 490 lbs

TMLTDP-1055 5’ x 5’ x 4.2” H 10,000 lb x 2 lb / 2,500 kg 560 lbs

Pit Frame

T900B-SL 
Washdown Indicator
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FEATURES
 ● Hydraulic manual top lifts for easy washdown
 ● 304 or 316 stainless steel construction with safety diamond tread plate deck
 ● 4’x4’ option has single lift door, 5’x5’ option has double lift doors
 ● NEMA 4X watertight stainless steel junction box
 ● Side access to junction box to minimize water access
 ● Four NTEP certified laser welded and sealed IP68 stainless steel load cells
 ● Load cell capacity is 2X the scale capacity for a 200% overload protection
 ● Four adjustable stainless steel ball capture support feet
 ● 20’ heavy duty stainless steel shielded cable
 ● Factory pre-calibrated for quick setup

4’ x 4’

5’ x 5’


